DynaDual

Description
DynaDual Cartridges using an advanced manufacturing
process and technology to produce a clean and rigid filter
structure. The filter is constructed with the skin-core long
bi-component fibers and thermally bonded with high
temperature. The high degree fiber to fiber bonding
provides rigid structure that does not require a core support
and minimize media migration while maintaining low
differential pressure and ideal depth filtration characteristic.

Products Features & Benefits
¢ Consistent and reliable performance and efficiency
¢ Range of Micron ratings from 0.5 to 150 ym

® Thermal bonding process minimises media migration and
ensures minimal extractables

® Rigid structure to reduces cartridge bypass and suitable for
highly viscous liquid

* Porous outer layer and dense inner layer structure ensures
long service life

Typical Applications
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Technical Data

Materials

Filter Media End Caps Core

Polyolefin Polypropylene (PP) Polypropylene (PP)
Gasket / O-Ring Removal Rating

Silicone, Buna, EPDM, 0.5pm, 1Tpm, 3pm, S5pm, 10pm, 25pum, 50pm, 75um,
Viton, Teflon Encapsulated 100pm, 150pum

Viton' Polyethylene (PE) *other microns rated available upon request

Size

Length Outer Diameter Inner Diameter

5", 10", 20", 30", 40" 65 mm 30 mm

*other length available upon request *custom made available

Operating Conditions

Max. Operating Temperature

80°C

Recommended Change Out Differential Pressure

2-2.5 bar

Ordering Information

DD: DynaDual S: Standard 0.5: 0.5 micron 5:5" P:Polypropylene P:DOE** V : Viton
IG: 1G 1: 1 micron 10:10" | No symbol:None P2:SOE/226/Flat S : Silicone
IX: X 3:3micron 20: 20" P3:SOE/222/Flat E:EPDM
5: 5 micron 30: 30" P7:SOE/226/Fin B : NBR/Buna
10: 10 micron 40 : 40" P8:SOE/222/Fin T: Teflon
25: 25 micron Encapsulated Viton *1
50: 50 micron H:PE*2
75:75 micron
100: 100 micron
150: 150 micron

Eg: DD-S5-10PP3E

** Product customization please refer to sales representatives

*! Applicable for O-Ring only
*? Applicable for Gasket only
** DOE for Cut End Only
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